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6424H ebmpapst
Brand: ebmpapst
SKU: 6424H
Category: Axial compact fans
URL: https://www.fansco.com/item/6424h-ebmpapst/
Contact: sales@fansco.com

Product Description

The ebmpapst 6424 H is a 172 x 150 x 51 mm high-performance DC axial fan operating at a
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nominal 24 VDC (12–28 VDC range) with a rated speed of 4000 RPM. This brushless fan
delivers a powerful maximum airflow of 480 m³/h (approx. 282.5 CFM) at a 26.0 W power
input, featuring a robust die-cast aluminum housing and a glass-fiber reinforced plastic (PA)
impeller. Equipped with a maintenance-free ball bearing system, it ensures reliable
operation with a sound pressure level of 63 dB(A) and an operating temperature range from
-20 to +72 °C. The unit is IP20 rated and carries global approvals including VDE, CSA, UL,
and CE. This heavy-duty axial fan is ideal for high-performance cooling in industrial control
cabinets, telecommunications infrastructure, and power electronics.

Technical Specifications

Attribute Value

Part Number 6424H

Manufacturer ebm-papst

Air Flow 282.5 CFM

Voltage Range 12~28V

Fan Type DC

Noise Level 63 dB(A)

Sound power level 7.1B

Dimensions 172x150x51 mm

Air Flow (m3) 7.91m³/min

Series 6400

Voltage Rating 24 VDC

Bearing Type Ball Bearing

Power Rating 26 W

Fan Speed 4000 RPM

Termination 2 Terminals

Operating Temperature -4 ~ 131°F (-20 ~ 55°C)

Weight 1.7 lbs (771.1 g)

Subcategory Tubeaxial

Subcategory DC axial compact fan


